
ITAC-TFL2
Compact Tactical 
Flashlight
Features
• 5 Watt high intensity LED with 120 lumens peak light*
• 2 position push button operation (steady on/off,  
	 momentary on/off)
• Waterproof, all aluminum machined housing
• Aluminum weapons accessory rail mount
• Includes carry pouch, lanyard, pocket clip & batteries

*Lumens based on LED manufacturers specifications

Operating Instructions
1. Remove flashlight end cap by turning end cap counter-clockwise.
2. Insert (1) AA battery positive (+) end first into flashlight body.
3. Install end cap by turning clockwise until snug.
4. Depress end cap switch to operate flash light in the “momentary” mode. Release end cap switch to turn light “off”.
5. Depress end cap switch to it’s secondary position and release to operate flash light in the “steady on” mode.  
	 Repeat to turn light “off”.
6. Rotate flashlight bezel clockwise to tighten beam focus (brighter light).
7. Rotate flashlight bezel counter-clockwise to widen beam focus (softer light).

Pocket Clip & Lanyard Installation
1. Place open end of pocket clip on flashlight neck and press until mounted.
2. Insert lanyard loop through pocket clip tip.
3. Thread lanyard end through lanyard loop and pull tight to secure.

Installing flashlight into weapons mount
1. Depress flashlight clamp latch to release; swing clamp away from mount.
2. Place flashlight inside clamp and rotate clamp towards mount. Make sure flat surface of flashlight body aligns 		
	 with rubber buffer.
3. Lock clamp & flashlight to mount with clamp latch.
4. Try moving flashlight in clamp to ensure flashlight is secure.
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Install Weapons Mount on firearm accessory rail
1. Depress rail latch and hold.
2. Guide weapons mount onto accessory rail.
3. Release rail latch.
4. Verify weapons mount rail latch is locked into accessory rail cross slot.

Flashlight operation questions? Contact Customer Service at (866) 964-4822.

WARNINGS
Before handling any firearm with the PRODUCT attached, read and understand the entire contents of your firearms manual (especially 
the safety precautions and procedures for safe firearms handling) and the PRODUCT manual. Failure to follow safety precautions 
when handling a firearm with the PRODUCT attached can result in damage to property, serious injury, or death. Once the PRODUCT 
is attached to the firearm, the firearm will be pointed at anything the PRODUCT is directed at. Do not point the PRODUCT at anything 
or anyone that you do not intend to shoot.

The PRODUCT is designed to produce a sufficient amount of light to illuminate and identify an object or person in a low light 
environment without having to point the PRODUCT - and the attached firearms - directly at that object or person. The light from the 
PRODUCT can be pointed in a safe direction at a floor, wall or ceiling and “bounced” onto the darkened silhouette for identification 
purposes, avoiding the need to point the firearm directly at an individual. 

The ON / OFF switch on the PRODUCT allows operation of the light without placing your finger inside the firearm trigger guard. 
Always keep your fingers off the trigger and outside the trigger guard until you are ready to fie the weapon. Always verify the 
weapon is free of ammunition and the chamber clear per the weapon’s operators manual before attempting to mount or dismount 
the PRODUCT on the weapon. Always dismount the PRODUCT from the weapon when performing maintenance, cleaning the 
PRODUCT, and when replacing batteries. Never place your hand in front of the weapon muzzle when adjusting the PRODUCT.

Do not operate the PRODUCT around cleaning solvents or flammable/combustible materials, in environments involving gasses or a 
flammable atmosphere, or in areas where gasoline, paints, solvents, or other flammable liquids are stored.

Never place the PRODUCT on it’s face (bulb down) while on. The bulb generates intense heat and could cause damage to the 
PRODUCT or the surface it is on.

Use only high quality 15.5 mA batteries. The light is equipped with circuitry that shuts off power when voltage drops below a preset 
level.  When the light dims or fails to illuminate, change batteries.  Always replace batteries as a set – do not mix new and used 
batteries. Follow battery manufacturers’ instructions for the proper handling, storage, and disposal of batteries. Do not store the 
PRODUCT with batteries installed.

Warranty Statement
iTAC DEFENSE warrants that our sight and illumination tool products are free from defect in parts and workmanship for a period of 
ninety (90) days from original date of purchase. At our discretion, we will repair, replace, or refund your original purchase price of 
this product if it is determined to be defective. Normal wear and tear, including lamps burning out, batteries draining, and switches 
wearing out, is not covered, nor is damage resulting from abuse, neglect, battery leakage, or altering this product from its original 
state.
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